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TY-HVR2
High Voltage Battery

The TY-HVR2 100Ah is suitable for residential, small 

commercial, and industrial applications, battery voltage 

204.8V-512V, it supports up to 4 pieces minimum connections, 

10 pieces battery unit maximum in single cluster, each cluster 

capacity of 20.48-51.2kWh and 1C charge/discharge 

capability.

Flexible Expansion
Up to 10 clusters in parallel
Capacity: 20.48–512 kWh

1C Discharge Rate
Suitable for grid frequency regulation

charging stations
and other applications; cost-effective

Automatic Self-heating
Operating temperature
–20°C to 55°C (optional)

Ultra Safe
Intelligent fire extinguishing system

detects and suppresses fire
within 5s

Easy Installation
Cable-free connection between modules

plug-and-play
one-cluster installation within 30 minutes

Battery Equalization
Free mixing of modules

manufactured within three years

<20.48-51.2KWh> 
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PRODUCT DESCRIPTION
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Note: Please read the safety and installation manual before using the product. We reserve the right of final
           interpretation. The specifications in this datasheet are subject to change without notice.

Product Type

Number of Modules

Battery Capacity

Battery Energy

Size(L×W×H) mm

Weight

Standard Charge Current

Standard Discharge Current

Battery Type

Cycle Life

Nominal Voltage

Operating Voltage Range

IP Protection

lnstallation

Charging Temperature

Discharge Temperature

BMS Monitoring Parameters

Communication Port

Waranty

Product Pattern

Features

Conventional

TY-HVR2 100Ah

6

100Ah

30.72KWh

548x584x1500

384Kg

50A

50A

TY-HVR2 100Ah

8

100Ah

35.84KWh

548x584x1950

425Kg

50A

50A

LFP

≥ 6000 times @ 80% DOD, 25 °C

160-584V

IP 21

Cabinet Holding

0~60 °C

-10~60 °C

SOC, System voltage,current, cell voltage, cell temperature, PCBA temperature measurement

RS485/CAN

5 or 10 years(optional)

TY-HVR2 100Ah

4

100Ah

20.48KWh

548x584x1500

235Kg

50A

50A

TY-HVR2 100Ah

10

100Ah

51.2KWh

548x584x2300

510Kg

50A

50A

307.2V 409.6V204.8V 512V


