TY-HVR2

High Voltage Battery

The TY-HVR2 314Ah is suitable for small commercial, and
industrial applications, battery voltage 409.6-768V,apacity
ranging from 128 kWh to 241 kWh. Built on LiFePO, chemistry
and intelligent system control, it offers high safety, long cycle
life, and stable performance under demanding conditions.
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Flexible Expansion

Up to 12 clusters in parallel
Capacity: 40.9-490.8 kWh
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1C Rate

Suitable for grid frequency regulation
charging stations
and other applications; cost-effective
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Automatic Self-heating

Operating temperature
-20°C to 55°C (optional)
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Ultra Safe

Intelligent fire extinguishing system
detects and suppresses fire
within 5s
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Easy Installation

Cable-free connection between modules
plug-and-play
one-cluster installation within 30 minutes

Battery Equalization

Free mixing of modules manufactured
within three years

Toyon Energy Co.,Ltd.

Add: 6/F, shangyuan Huichuang Building,Hefei,China

Email: info@toyonenergy.com Web: www.toyonenergy.com
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Y-HVR2 314Ah

PRODUCT DESCRIPTION

Product Pattern
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Product Type TY-HVR2 314Ah TY-HVR2 314Ah TY-HVR2 314Ah TY-HVR2 314Ah
Number of Modules 8 10 2 15
Battery Capacity 314Ah 314ANh 314AN 314ANh
Battery Energy 128.61KWh 160.76KWh 192.92KWh 24115KWh
Size(LxWxH) mm M5x840x1570 M5x840x1800 M5x840x2080 M5x811x2320
Weight TI00Kg 1355Kg 1480Kg 1950Kg
Standard Charge Current 100A 100A 100A 100A
Standard Discharge Current 200A 200A 200A 200A
Features

Battery Type LFP

Cycle Life = 6000 times @ 80% DOD, 25 °C

Nominal Voltage 409.6V 512V 614.4V 768V
Operating Voltage Range 352-876V

IP Protection IP 21

Installation Cabinet Holding
Charging Temperature 0~60 °C
Discharge Temperature -10~60 °C

Conventional

BMS Monitoring Parameters

SOC, System voltage,current, cell voltage, cell temperature, PCBA temperature measurement

Communication Port

RS485/CAN

Waranty

5 or 10 years(optional)
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© 2026 Toyon Energy Co. Ltd. All rights reserved.

Note: Please read the safety and installation manual before using the product. We reserve the right of final
interpretation. The specifications in this datasheet are subject to change without notice.
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